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§22.1001

(3) Rapidly identify the source if in-
terference is encountered when the cell
is activated.

[69 FR 67834, Nov. 22, 2004]

Subpart I—Offshore
Radiotelephone Service

§22.1001 Scope.

The rules in this subpart govern the
licensing and operation of offshore ra-
diotelephone stations. The licensing
and operation of these stations and
systems is also subject to rules else-
where in this part that apply generally
to the public mobile services. However,
in case of conflict, the rules in this
subpart govern.

§22.1003 Eligibility.

Any eligible entity (see §22.7) may
apply for central station license(s) and/
or offshore subscriber licenses under
this subpart.

[70 FR 19312, Apr. 13, 2005]

§22.1005 Priority of service.

Facilities in the Offshore Radio-
telephone Service are intended pri-
marily for rendition of public message
service between offshore subscriber and
central stations. However, they may
also be used to render private leased
line communication service, provided
that such usage does not reduce or im-
pair the extent or quality of commu-
nication service which would be avail-
able, in the absence of private leased
line service, to the general public re-
ceiving or subsequently requesting
public message service from an off-
shore central station.

§22.1007 Channels for offshore radio-
telephone systems.

The channels listed in this section
are allocated for paired assignment to
transmitters located in the specified
geographical zones that provide off-
shore radiotelephone service. All chan-
nels have a bandwidth of 20 kHz and
are designated by their center fre-
quencies in MegaHertz.

(a) Zone A—Southern Louisiana. The
geographical area in Zone A is bounded
as follows:

47 CFR Ch. | (10-1-06 Edition)

From longitude W.87°45" on the East to lon-
gitude W.94°00" on the West and from the 4.8
kilometer (3 mile) limit along the Gulf of
Mexico shoreline on the North to the limit of
the Outer Continental Shelf on the South.

(1) These channels may be assigned
for use by offshore central (base/fixed)
or subscriber stations (fixed, tem-
porary fixed, surface and/or airborne
mobile) as indicated, for voice-grade
general communications:

Central Subscriber Central Subscriber
488.025 ........ 491.025 488.225 ........ 491.225
488.050 491.050 488.250 . 491.250
488.075 491.075 488.275 491.275
488.100 491.100 488.300 491.300
488.125 491.125 488.325 491.325
488.150 491.150 488.350 491.350
488.175 491.175 488.375 . 491.375
488.200 ........ 491.200 488.400 ........ 491.400

(2) These channels may be assigned
for use by offshore central (base/fixed)
or subscriber stations (fixed, tem-
porary fixed, surface and/or airborne
mobile) as indicated, for voice-grade
general communications and private
line service:

Central Subscriber Central Subscriber
488.425 ........ 491.425 488.575 ....... 491.575
488.450 491.450 488.600 . 491.600
488.475 491.475 488.625 491.625
488.500 491.500 488.650 491.650
488.525 491.525 488.675 . 491675
488.550 ........ 491.550 488.700 ........ 491.700

(3) These channels may be assigned
for use by relay stations in systems
where it would be impractical to pro-
vide offshore radiotelephone service
without the use of relay stations.

Central Subscriber Central Subscriber
488.725 ........ 491.725 488.775 ........ 491.775
488.750 ........ 491.750 488.800 ........ 491.800

(4) These channels may be assigned
for use by offshore central (base/fixed)
or subscriber stations (fixed, tem-
porary fixed, surface and/or airborne
mobile) as indicated, for emergency
communications involving protection
of life and property.

Central Subscriber Central Subscriber
488.825 ........ 491.825 488.875 ........ 491.875
488.850 ........ 491.850 488.900 ........ 491.900

(5) These channels may be assigned
for use by offshore central (base/fixed)
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